
GARDEN ROOMS MATERIALS LIST

1. PRODUCT DESCRIPTION

2. TECHNICAL INDEX REQUIREMENTS

   

Running Number Product Description

Technical specifications for packing room

  

1 Flat Packed Garden Rooms

2 L5950mm x W3000mm x H2800mm

3

A  

2.0kN/㎡ 1.0kN/㎡

0.60kN/㎡

Level 9
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Top long beam: 5.63m*  2.3mm galvanizes beam, top frame height 160mm 2 pieces

2 pieces

2 pieces

2 pieces

4 pieces

8 pieces

1 set

2 pieces

2 pieces

4 pieces

5 pieces

2 pieces

1 piece

6 pieces

1 piece

1 set

1 set

2 pieces

5 pieces

6 sheets

6 sheets

1 set

1 set

64 pieces

Top long beam: 2.68m*  2.3mm galvanized beam, top frame height 160mm

Bottom long beam: 5.63m*  2.3mm galvanized beam, top frame height 160mm

Bottom long beam: 2.68m*  2.3mm galvanized beam, top frame height 160mm

Column: 2.48m*  2.3mm galvanized column 160x160mm

Bolts: M12*35 high strength carriage bolts

160mm*160mm, thickness 4mm

Electrostatic spraying

5.67m*1.0mm

Main body frame

Fireproof performance

Waterproofness Free drainage of beam on both sides

Ground live load

Wind resistance

Earthquake resistance

Roof live load

Size

Parameter index

Photos

Spraying and baking paint

Platen grove

Wall board

Steel door

Window

Floor

Roo�ng tile

Celing tiles

Insulation

Auxiliary material

Square steel pipe
system

Top frame

Bottom frame

Column

Corner �tting

Bottom purlin

Top purlin

Door jamb post

2.75m*1.0mm

50*100 galvanized square pipe, thickness 1.2mm*2.99m

50*100 galvanized square pipe, thickness 1.2mm*2.99m

50*50 galvanized square pipe, thickness 1.6mm*2.8m

40*60 galvanized square pipe, thickness 1.1mm*6m

40*60 galvanized square pipe, thickness 1.1mm*1.88m

20*40 galvanized square pipe, thickness 1.2mm*2.55m

Double sided 0.25 5.0 Series type 950 rockwool 60kg/m3

W925*H2035 One body door with frame (handle lock), steel plate 0.3mm

Standard plastic steel window with anti-theft, 925x1200mm

Thickness 0.45mm

Thickness mm

50.0mm glass wool

The standard includes all screws, structural adhesives, etc

1.8mm cement blue plate, 1147mm x 2795mm or 1.6mm �reproof glass
magnesium plate


